






AVAILABLE 
DIAMETERS

200, 272, 365, 550, 800 
and 1000 µm

REUSABILITY

All fibers are available 
both as disposable 

and reusable (except 
ball tip model)

CLEANING

Reusable fibers 
can be sterilized by 
Sterrad® and steam 

sterilization

STERILIZATION 
TRAY

A dedicated tray for 
sterilization of fibers 

and tools

FIBER RECOGNITION
Cyber Ho automatically adjusts 
emission settings based on the 

connected fiber diameter 



Applications

ENT

SIALOLITHIASIS

DISCECTOMY

ARTHROSCOPY

GASTRO - 
ENTEROLOGY

UROLOGY

LITHOTRIPSY
BPH

TUMOR (Bladder, UUT)
STRICTURES

BNI

Cyber Ho 60 can be used to perform incision, excision, resection, ablation, 
vaporization, coagulation and hemostasis of soft tissue and in lithotripsy 
of stones in various medical specialties, including:



Wavelength

Average power

Repetition rate

Energy per pulse

Pulse duration

Beam delivery

Aiming beam

Fiber recognition

Activation

Electrical requirements

Cooling

Operating temperature

Laser class

Dimensions and weigth

2,1 µm

Up to 60 W

Up to 60 Hz

Up to 5 J

50 ÷ 1100 µs

Wide range of flexible silica fibers

532 nm (adjustable <5 mW) - Class 3R

RFID System

Double footswitch

200-230 Vac; 50/60 Hz; <30A, single phase

Internal chiller

10°C ÷ 30°C

4 (IEC/EN 60825-1:2014)

52 cm (W) x 120 cm (D) x 123 cm (H) (monitor closed) - 200 kg

Technical Specifications


